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INTRODUCTION
The methods and procedures used in this test conform to the provisions and
requirements of ISO Procedure 17497-1, Acoustics-Sound-scattering Properties of
Surfaces, Part 1, “Measurement of Random-incidence Scattering Coefficient in a
Reverberation Room”. Copies of the test standard are available at www.iso.org. The
test chamber is a cuboid, 871.7cm long by 541cm wide by 609.6cm high, and volume is
275 cubic meters. There are six fixed surfaces and two movable/fixed surfaces oriented
as diffusers in the reverberation room. There are two sources one in each corner
consisting of two Dodecahedron speakers and two sub-bass cabinets for extended low
frequency capabilities. We utilize 6 Earthworks M-30 Omni directional microphones to
gather the impulse responses. This test report relates only to the item(s) tested. Any
advertisement that utilizes this test report or test data must not imply product
certification or endorsement by NWAA Labs.

DESCRIPTION OF TEST SPECIMEN
The test specimen consisted of 12 wooden pieces, 2 ft (60.96 cm) long x 2 ft (60.96 cm)
wide x 4.5 in (11.43 cm) high, with 22 pieces of varying dimensions forming the curved
edge of a 10.75 foot diameter circle. The edges were back-filled as per ISO 17497-1
with a heavy-duty vinyl material. The samples were arranged so that no similar
quadratic design abutted the neighboring pieces. The shape of the sample was circular
and had a nominal diameter of 10.75 ft. The pattern is shown in the included photo.

Test Results are presented on the following page.
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